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PROJECT REQUIREMENT CHECK LIST

Check all and retu to The Caisson Company via Email Haley@CaissonCo.com or Faxto (719) 573-4343
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The 6615 VincentDrive
Caisson Colorado Springs, CO 8818
3 . (719) 597.5674
Company eddie.nielson@caissoncocom
—— APOLEBASE COMPANY
Golareli Consiucion 13.Jan 2025
111 South Tejon Street Proposal:05963

12

Colorado Springs, CO 80803

RE:  Peak Kia Addition Bollards.
1550 Auto Mall Loop
Golorado Springs, CO 80620

ATTN: Mike Senger
Thank youfor the opportunity to provide the requested wor s olows.

Gy pescription price M Tow
1 Bollaras Fole Diameter: 18- 764 57Each 853443
Depth a5
AboveGrade: 47"
Bollard Dia. &
Rebar Cage: NA

“Bidis based on bollard siting a the botom of the oe.

19 Bollard Materials 28672800 saiTen
“(19) QTY. 5" diameter schedule 40 pipe @ lengths

2 ShortleadFee 250008ach 50000

2 Mob-Bollards 400.00Each 20000

Cleanup area upon completion and remove rubbish. Dirtto be hauled offsiteto approved facilty. Project has been bid with
‘Consideration of(2) Mobilizations. Amobilization can be defined as (1) Day to Drill Set & Pour Bollards. Final Steel Prep,
Priming, Painting, and refiective tape by ofhers afer installation. Any pour requiring a Hydraulic Mud Bucketto Reach Pour
Locations will becharged at @ $525.00 per pour.

The Caisson Company requests that atleast(2) 5 offsefs be laid outto insure properlocation and elevation

EXCLUSIONS: Hydro Vac, Concrete Washout, Davis Bacon Wages, ConcretelAsphalt Removal/Repairs, Concrete Repairs
Lendscape Protection &Repairs, Hole Protection, Dirt Haul Of, Pot Holing for Utlties, Taffic Conirol, Steel Prep, Priming.
Painting, reiective tape supply/nsiall, Private Locates, Constriction of Concrete WashoutPit, Layout of bollard bases, rock
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